
The Universal Solution for Inverted Applications

• Eliminate the Chance of Pinch point Injuries on inverted applications.

• Specifically Designed for the Wind Industry

• Universal, Can be used with all Makes and Models of Hydraulic Torque 

Wrench

• Custom Sizes Available Up to 110mm A/F  with 80kg of Holding Power.

• Designs Available for Both Bolt-head and Nut & Stud Applications 

“Nearly Every Wind Turbine in the World features Inverted Bolted 
connections Specifically Yaw Callipers, Top Tower Sections and 
Generator Feet”

Improve Safety and Go Hands Free!
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PART NUMBER SOCKET A/F (mm) Socket Drive Size Nominal Torque (NM) Holding Force (kg)

VUDU-36-075 36mm ¾”   ** 1200 28

VUDU-41-075 41mm ¾”   ** 1500 28

VUDU-46-1 46mm 1” 1650 28

VUDU-50-1 50mm 1” 1650 28

VUDU-55-1 55mm 1” 2800 28

VUDU-60-1 60mm 1” 2800 28

VUDU-65-15 65mm 1-1/2” 4500 50

VUDU-70-15 70mm 1-1/2” 4500 50

VUDU SOCKET – SWP 3.6MW VUDU LOW CLEARANCE – SWP 2.3MW

Integral Retaining Pin

A Simple Twist of The Outer Sleeve Activates and De-Activates the Socket

• Enables Single Man Operation

• Universal

• Tried & Tested Design

• Available for All Turbine Makes/Models

• 70% Weight of a Standard Socket


